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Coaxial Cable Stripper for RG 58/RG 59/RG 6 
Operation Replacing the Blade 


Note: You can strip different iengths by inserting 
the cabie to the stripper jaws in different depths. 
The stripper jaws are 12 mm thick with the cutting 
biade instaiied on the stripper jaw’s center iine. 
When you position the cabie flush with the stripper 
jaw’s side, the cabie iength to be stripped is 6 mm. 


After many uses, the biade eventuaiiy becomes 
worn and wiii need to be repiaced. You can order a 
repiacement biade (RSU 12175196) through your 
iocai RadioShack store. 

Foiiow these steps to repiace the biade. 


Foiiow these steps to strip the cabie’s inner insula- 
tion. 

1. Squeeze the stripper’s handies together to 
open the stripper’s jaws. 

2. Insert the cabie into the jaw’s outer siot so the 
cabie end extends about 6 mm from the side 
of the jaws, then reiease the handies to ciose 
the jaws. 

3. Rotate the stripper 3-5 times in the direction of 
the arrow marked on the stripper’s joint. 

4. Hoid the stripper firmiy and puii the cabie to re- 
move the cabie’s inner insuiation. 



Foiiow these steps to strip the cabie’s outer jacket. 

1. Squeeze the stripper’s handies together to 
open the stripper’s jaws. 

2. Insert the cable into the jaw’s inner slot so the 
end of the cable’s outer jacket is flush with the 
side of the jaw. 

3. Hold the cable near the stripper’s jaw and ro- 
tate the stripper 3-4 times in the direction of 
the arrow marked on the stripper’s joint. 

Caution: To avoid damaging the stripper’s 
blade when cutting braided wire, rotate the 
stripper only once or twice. 

4. Hold the stripper firmly and pull the cable to re- 
move the cable end’s outer jacket. 


1. Use a narrow screwdriver to push out the jaw 
pin. 




3. Carefully insert your thumb nail into the slot on 
the lower blade holder and slowly lift the blade 
holder up. 



4. Use tweezers to separate the blade from the 
blade holder. 

Warning: Be careful not to touch the blade 
while you lift off the blade holder to avoid cut- 
ting your finger. 
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5. Grasp a new blade with the tweezers and posi- 
tion the blade so its notch is aligned with the 
front end of the blade holder’s inner side. (The 
front end has the larger diameter semi-circle.) 

6. Snap the blade’s half-circle ends onto the 
blade holder’s raised half-circles. 

7. Align the blade holder so the blade faces in 
and the slot faces out. Slowly and carefully 
push the blade holder into place. 

Notch 



Blade Holder’s 
Front End 


8. Place the upper jaw on the lower jaw so the 
spring is inserted in the spring holes on both 
jaws. Press both jaws together to align the 
joint holes. 

9. Insert the jaw pin into the hole to fix the jaws 
together. 





Limited Ninety-Day Warranty 

This product is warranted by RadioShack against manufacturing defects in material and workman- 
ship under normal use for ninety (90) days from the date of purchase from RadioShack company- 
owned stores and authorized RadioShack franchisees and dealers. EXCEPT AS PROVIDED 
HEREIN, RadioShack MAKES NO EXPRESS WARRANTIES AND ANY IMPLIED WARRANTIES, 
INCLUDING THOSE OF MERCHANTABILITY AND FITNESS FOR A PARTICULAR PURPOSE, 
ARE LIMITED IN DURATION TO THE DURATION OF THE WRITTEN LIMITED WARRANTIES 
CONTAINED HEREIN. EXCEPT AS PROVIDED HEREIN, RadioShack SHALL HAVE NO LIABIL- 
ITY OR RESPONSIBILITY TO CUSTOMER OR ANY OTHER PERSON OR ENTITY WITH RE- 
SPECT TO ANY LIABILITY, LOSS OR DAMAGE CAUSED DIRECTLY OR INDIRECTLY BY USE 
OR PERFORMANCE OF THE PRODUCT OR ARISING OUT OF ANY BREACH OF THIS WAR- 
RANTY, INCLUDING, BUT NOT LIMITED TO, ANY DAMAGES RESULTING FROM INCONVE- 
NIENCE, LOSS OF TIME, DATA, PROPERTY, REVENUE, OR PROFIT OR ANY INDIRECT, 
SPECIAL, INCIDENTAL, OR CONSEQUENTIAL DAMAGES, EVEN IF RadioShack HAS BEEN AD- 
VISED OF THE POSSIBILITY OF SUCH DAMAGES. 

Some states do not allow the limitations on how long an implied warranty lasts or the exclusion of in- 
cidental or consequential damages, so the above limitations or exclusions may not apply to you. 

In the event of a product defect during the warranty period, take the product and the RadioShack 
sales receipt as proof of purchase date to any RadioShack store. RadioShack will, at its option, un- 
less otherwise provided by law: (a) correct the defect by product repair without charge for parts and 
labor; (b) replace the product with one of the same or similar design; or (c) refund the purchase 
price. All replaced parts and products, and products on which a refund is made, become the prop- 
erty of RadioShack. New or reconditioned parts and products may be used in the performance of 
warranty service. Repaired or replaced parts and products are warranted for the remainder of the 
original warranty period. You will be charged for repair or replacement of the product made after the 
expiration of the warranty period. 

This warranty does not cover: (a) damage or failure caused by or attributable to acts of God, abuse, 
accident, misuse, improper or abnormal usage, failure to follow instructions, improper installation or 
maintenance, alteration, lightning or other incidence of excess voltage or current; (b) any repairs 
other than those provided by a RadioShack Authorized Service Facility; (c) consumables such as 
fuses or batteries; (d) cosmetic damage; (e) transportation, shipping or insurance costs; or (f) costs 
of product removal, installation, set-up service adjustment or reinstallation. 

This warranty gives you specific legal rights, and you may also have other rights which vary from 
state to state. 

RadioShack Customer Relations, 200 Taylor Street, 6th Floor, Fort Worth, TX 76102 
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